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TECHNICAL NOTE D-1048

DETERMINATTON OF LOCAL EXPERIMENTAL HEAT-TRANSFER COEFFICIENTS
ON COMBUSTION SIDE OF AN AMMONIA-OXYGEN ROCKET

By Curt H. Liebert and Robert C. Ehlers

SUMMARY

Local experimental heat-transfer coefficients were measured in the
chamber and throat of a 2400-pound-thrust ammonia-oxygen rocket engine
with a nominal chamber pressure of 600 pounds per square inch absolute.
Three injector configurations were used. The rocket engine was run over
a range of oxidant-fuel ratio and chamber pressure. The injector that
achieved the best performance also produced the highest rates of heat
flux at design conditions. The heat-transfer data from the best-performing
injector agreed well with the simplified equation developed by Bartz at
the throat region. A large spread of data was observed for the chamber.
This spread was attributed generally to the variations of combustion proc-
esses. The spread was least evident, however, with the best-performing
injector.

INTRODUCTION

The adequate cooling of the chambers and nozzles of chemical rocket
engines requires design information for predicting the overall heat-
transfer coefficient. The purpose of this investigation was to gain ex-
perimental gas-side heat-transfer data at various locations in a rocket
engine and then determine whether any correlation scheme would predict
the local gas-side heat-transfer coefficient. The literature suggests
several analyses that may be applicable for predicting the heat transfer
locally: That given by McAdams (ref. 1, p. 219), Bartz' simplified
equation (ref. 2), Sibulkin's analyses (ref. 3), and flat-plate theory as
given by Prandtl and Taylor, which may be adapted to fully developed flow
in a tube (ref. 4, p. 207). The internal heat transfer and flow processes
of the rocket engine are much more complex than the simplified models used
in these references. Therefore, these analyses were evaluated as to their
applicability in predicting the experimental data contained herein.

The uncooled rocket engine used was designed to produce 2400 pounds
of thrust at a chamber pressure of 600 pounds per square inch absolute.



Liquid ammonia and oxygen were the propellants. These propellants gave
clean combustion products, an important prerequisite for an experimental
gas-side heat-transfer analysis. Three different injectors were used
with this engine. A range of oxidant-to-fuel mass ratios with each in-
Jector and a limited number of low-chamber-pressure runs produced heat-

transfer results over a range of Reynolds number and recovery temperature.

The low-chamber-pressure runs were produced ty reducing the total propel-
lant flow rate. The chamber and nozzle geometry remained fixed.

The experimental gas-side heat-transfer coefficients were measured
with a transient temperature technique. Instrumented thermal plugs were
inserted in an uncooled, solid-wall rocket ergine. The technique for
inserting the thermal plug to physically approach one-dimensional heat-
transfer conditions and the method for computing the heat-transfer coef-
ficients from transient temperature measurements are discussed in ref-
erence 5. A discussion of the effect on the measured heat-transfer coef-
ficient of a wall temperature discontinuity ettributable to the thermal-
plug installation and how this discontinuity affects the heat transfer
results is contained herein.

The general heat-transfer results were enalyzed with respect to the
rocket-engine performance.

SYMBOLS
c* characteristic velocity
Cp specific heat at constant pressure
d diameter
F fuel
h surface coefficient of heat transfer
Nu Nusselt number
0 oxidant

O/F oxidant-to-fuel ratio
Pr Prandtl number
Pe chamber pressure

Re Reynolds number
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r recovery factor

;ﬁf throat radius of curvature
t temperature

P density

Subscripts:

al alumina-coated chamber
Cu copper chamber

ex experimental

f film

r rlug

r recovery

s static

t total

th theoretical

W wall

APPARATUS
Rocket Test Facility

The propellant flow system, thrust stand, rocket-engine ignition
system, and instrumentation for rocket-engine performance are given in
reference 6.

Rocket Engine

The geometry of the solid-wall rocket engines used in this investi-
gation is shown in figure 1. The thrust chambers were about 6 inches
long. The inside diameter was approximately 3 inches, and the wall was
1 inch thick. Most of the tests were conducted with a steel chamber.

In general, the inner wall of the chamber was covered with a 0.012-inch
Nichrome base and a 0.010- to 0.015-inch aluminum oxide coating. Some
tests were done with a copper chamber to evaluate the effects of wall
temperature discontinuities on the heat-transfer measurements. Copper
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The thermal-plug installations in the clamber and throat are shown
coctlonally in figure 1. The function of the copper thermal prlugs was to
Indicat: thoe local “ransient heat transfer at the axial and clircumferen-
tial positions indicated on the Tigure. An extensive description of
thege plurs and thelr Instrumentation is precsented in reference L.

Three Injector configurations were uscd. The injector elements were
oriented with respect to the thermal-plug locations as shown in figurs 2.
A detailed description of hole sizes and injector pattern may be cbtained
from refercnce €. The injector faces were mede of nickel. Injector 1
censisted of 7O like-on-like Impingement fuel heles, 66 like-on-like im-
plngement oxldant holes, 4 showerhead fuel holes, and 27 showerhead oxi-
dant holes. Injector 2 had 22 like-on-like impingement fuel holes and
2o showerhead o dldant holes. Injector 3 was made with 22 showerhead fuel
holes and 22 like-on-like impingement oxidant holes. The fuel and o.-
dant holes in injector 1 were in general smaller than the holes in injec-
tors 2 and 5. This achieved greater atomization for Injector 1.

Instrumentation

The rocket-engine performance was measur=d by customary techniques.
Fropellant flow was measured with both turbins-type flowmeters and ori-
flces and recorded.  Thrust and chamber pressure were also recorded.
Ingtrumentation was not provided to measure combustion instability. The
‘mportant Instrunentation asscciated with this facility was the thermom-

v and Installatlion of the copper thermal plugs mounted in the walls
of thoe engine,

Some revisions from the method described in reference 5 of the in-
ctallation and placement of thermocouples on che copper plugs were made
diring the course of these experiments. It wis found that heat loss
fromn the cold end of the plug could be minimized by insulating the plug
from the mild-steel cover that held the plug in place. This was ac-
complished by cutting a hole in the 0.250-inci-thick cover 0O.005 inch
doop and larger than the plug diameter. Thus. the cold end of the rlug
wzs nsulated from the cover by an air gap. 'The plug was held in place
by a serow through the top of the cover. The steel covers were welded to
the stecd chamber. The covers were bolted to the copper nozzle.

Chromel-Alumel thermocouples were located at the hot end, center,
and cold end of the plug. The thermocouples vere peened to the cold end
o the plug and on the surface at the midport on of the plug. The hot-
surface thermocouples were installed by drill'ng a hole along the axis of
Lhie pluy and then peening the thermocouples in the bottom of the hole,
which -nded about 1/64 inch from the hot surfuce.
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FPROCEDURE
Experimental

The type of injector and the corresponding ranges of O/F, chamber
pressure, and propellant flow achieved with each injector for obtaining
the data under varying combustion conditions are indicated in table I.
Table I shows that injector 1 was run at design conditions and also at
off-design conditions at chamber pressures of 317, 344, and 350 pounds
per square inch absolute. These lower chamber pressures were achieved
by reducing the propellant flow.

Previous experience had shown that it was feasible to use injectors
1 and 3 only with steel, alumina-coated chambers. Injector 2 was run with
an uncoated steel chamber. Two chambers, one copper and one steel with
alumina coating, were run with injector 3 at O/F of 1.15 and 1.16 and
chamber pressures of 572 and 585 pounds per square inch asbsolute, re-
spectively, to observe the temperature-discontinuity effect across a
thermal plug. (These data are shown in a later section.) The copper
chamber did not fail during these tests because of the chamber wall's
high heat-absorbing capacity.

Reduction of Thermoplug Temperatures to Hest-Transfer Coefficients

The local transient rate of heat transfer and the local heat-transfer
coefficients were calculated from the measured temperature distributions
within the thermoplug element and the estimated steady-state gas-stream
recovery temperature. The recovery temperature was estimated from

C*

t =[(t -t)r+t]—§3§
t

r S Scth

where r was taken as 0.9. Both the integration method and the constant
h  method discussed in reference 5 were used for reducing the transient-
temperature data to heat-transfer coefficients.

The integration method is particularly applicable to these experi-
ments because the burning times were short. The maximum duration of the
burning times was 3 seconds, 0.8 second of which was needed to achieve
steady combustion. The heat-transfer coefficients were obtained by plot-
ting tpcpﬁ]p against 3 thermocouple distances from the hot surface at

burning times that differed by about 0.3 second. The time increment was
taken after the start of steady combustion, thus eliminating the effect
of the starting transient. The area between the curves was mechanically
integrated to obtain the heat flux. Values of heat-transfer coefficient
were calculated from the ratic of heat flux to the difference of recovery
temperature and wall temperature averaged over the time increment
considerad.



When some thermocouples failed, as happened occasicnally in these
tests, it became necessary to incorporate the constant h method, which
may be used to evaluate the heat-transfer coefficient h, with a minimum
of one thermocouple. The constant h methoc¢ mekes use of the solution
of the linear heat-flow equation in a dimensionless form. The graphical
solutions presented in reference 7 were used to evaluate h. With this
method it must be assumed that the combustior temperature, heat-transfer
coefficient, and material properties are inveriant with burning time.
This method is good for cases where the burning time is long compared
with the duration of the starting transient. The time increment needed
in this solution was evaluated over the time of steady combystion.

Evaluation of Properties

Empirical equations formulated from nondimensional quantities such
as Nusselt, Reynolds, and Prandtl numbers are often used to correlate
heat-transfer results. Successful correlaticns have been achieved when
the heat-transfer coefficient is based upon temperature and the thermo-
dynamic and transport properties are evaluated at a film temperature,
te = (ts + tw)/z. When recombination procestes are present in the ther-

mal boundary layer, the heat-transfer coefficient based on enthalpies
and properties introduced at a reference entlalpy (ref. 4) is preferable
to account for the recombination in the bouncary layer. The properties
at each point should be evaluated using the yressure, reference enthalpy,
and gas composition at that point.

Calculations using several data points indicate negligible differ-
ences in the heat-transfer coefficient when Yased on temperatures or
enthalpies for the range of conditions obtaired herein. Also, the prop-
erty values do not vary appreciably when evaluated av film or reference
enthalpy conditions. Thus, temperatures were used to compute the heat-
transfer coefficient, and properties were eveluated at film-temperature.
The properties were obtained from reference & for combustion pressure of
600 pounds per square inch absolute and equilibrium composition for isen-
tropic expansion.

Accuracy of Results

The cumulative error attributable to the rocket performance in terms
of c¢* was estimated to be about 3 percent. This 3-percent error in
performance is manifested as a 6-percent discrepancy in the estimation of
the recovery temperature.
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Radiation Heat Transfer

No correction for radiation heat transfer was made for the data
given 1in table I. Reference 8 indicates that water vapor will be the
only product of combustion that will radiate to the wall. A calculation
with water vapor for the conditions obtained herein indicates that in the
rocket combustion chamber the radiation heat flux to the walls may be as
high as 4 percent of the total energy transmitted to the wall. Radiation
energy decreases throughout the nozzle to a negligible value at the
throat.

Transient-Technique-Solution Error

A comparison of the heat-transfer coefficients evaluated by both
solution techniques when possible at the throat region showed that the
constant h method differed from the integration method by about 10
percent.

Wall-Temperature-Discontinuity Deviation

As indicated in reference 9, a step change in wall temperature dis-
rupts the thermal boundary layer. Calculations based on the flat-plate
theory of reference 9 indicate that steps of about 500 F greatly affect
the local heat transfer. The introduction of a copper thermal plug in an
alumina-coated steel wall produces such a step in the wall temperature.
The effect of this temperature step on the measured heat flux was as-
sessed experimentally. The heat-transfer data from copper plugs inserted
in a copper chamber are compared with the data from copper plugs inserted
in an alumina-coated steel chamber for comparable performance conditions
and location in the following table:

Plug A Plug B Circumferential
variation,
percent
hey 0. 00154 0.00175 13.6
hal 0. 00222 0.00z54 14.4
Percent deviation 44 45
in h due to
discontinuous
surface temper-
ature




In addition to the 44- to 45-percent deviation due to the discontinuous
surface temperature, there is one further significant result to be noted
from this table. For both engine wall materials the percentage varia-
ticns in the circumferential heat-transfer corefficient were almost iden-

tical. These limited tests seem to indicate that, even though temperature

discontinuities are present, reliable data may be obtained on the per-
centage variation of circumferential heat fluix. The total experimental
error of h in the chamber may be quite large. The total error may
accumulate to about 60 percent when the large temperature discontinuities,
instrument errors, and transient-technigue-solution errors are considered
and radiation is neglected. Therefore, absolute values of h may be
considered only qualitatively in the chamber.

Temperature measurements made in the cojper chamber wall upstream
of plugs A and B indicate temperature steps 10t greater than S50°. There-
fore, it is reasonable to assume that the data at the throat are negli-
gibly affected by temperature discontinuities because the copper plugs
were mounted in a copper nozzle. The heat-transfer coefficient is also
negligibly affected by radiation. Thus, the total experimental error in
the heat-transfer coefficient at the throat is estimated to be about *14
percent.

RESULTS AND DISCUSSION
Rocket Performance

The c¢¥* performance of the nominal 600 -pound-per-square-inch-
absolute-chamber-pressure, 2400-pound-thrust ammonia-oxygen rocket engine
with three injector configurations is shown 'n table I. The data cover
a range of oxidant-fuel ratios, and one inje:tor was run at low chamber
pressures. In discussing the data, the injectors will be referred to by
the numbers designated in table I.

A comparison of (ch/cﬁh) values in table I indicates that injector

1, which incorporates the finer atomization and like-on-like elements
for both propellants, gave the best performance. Injectors 2 and 3 ex-
hibited about equivalent performance but at « level appreciably below
that of injector 1. These results compare fuvorably with those of ref-
erence 6, which includes more performance da:a taken over a greater
range of O/F.

Heat Transfer

The experimental values of heat-transfer coefficient throughout the
chamber and throat are tabulated in table I. The thermal-plug numbers
in the table correspond to the letter-number designation in figure 1.

eeTT-d
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The reader should be reminded that the absolute values of the cham-
ber data are greatly affected by the temperature discontinuity across the
thermal plugs. The throat data are not appreciably affected by a temper-
ature discontinuity. Because of the discrepancy in the chamber data, the
throat and chamber data will generally be considered separately in the
discussion of the heat-transfer data.

Chamber heat transfer. - As has been discussed in reference 10, heat
transfer in the chamber may be unpredictable because of the complexity of
the combustion process. Combustion in a rocket is composed of hetero-
geneous mixtures of burned and unburned propellants that produce local
zones of gases of various mixtures. The local mixture ratios can be
quite different from the measured overall mixture ratio entering the in-
jector. The circumferential and longitudinal variations in heat-transfer
coefficient given in table I indicate the nonuniformity of the combustion
gases and perhaps the local scrubbing or eddying of these gases. The
heat-transfer measurements achieved herein are a good means for evaluating
an injector as to its capability for preparing propellants for a uniform
energy release within the combustor.

From table I it is clear that the best-performing injector, injector
1 at high pressure, also produces the highest heat-transfer coefficient.
These results may be attributed to the good atomization incorporated in
injector 1.

While it is difficult to distinguish between the levels of perform-
ance of injectors 2 and 3 given in table I, it is apparent that the gen-
eral level of heat transfer from injector 3 is greater than that of in-
Jjector 2. This is especially obvious when the heat-transfer coefficients
associated with these two injectors are compared at station III, the
farthest downstream position of the plugs in the chamber. Table I indi-
cates values of h at station III of about 0.000681 to 0O.00146 Btu per
second per square inch per ©F over the range of O/F considered with
injector 2, while injector 3 shows values of h of about 0.00204 to
0.00355 Btu/(sec)(sq in.)(°F). The design of injector 3 incorporates
showerhead fuel holes that prepare the fuel poorly (ref. 6). Because
of the poor fuel preparation, it is speculated that local combustion is
occurring in the downstream end of the chamber, resulting in a different
heat-transfer mechanism than turbulent pipe flow. The local combustion
may produce eddying effects and appreciable changes in the thermal bound-
ary layer. ILater it will be observed that this downstream burning is
probably affecting the nozzle heat transfer also. It can be concluded
from this discussion that c¢* is not always an accurate index of heat-
transfer level; other factors such as local burning and local O/F must
be considered.

Another important observation to be made from table I is that the
percentage scatter in the heat-transfer data from all plugs is consider-
ably less for the more efficient injector 1. The maximum percentage
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scatter from a mean value over the O/F range considered is about *26
percent with injector 1 and #100 and *46 percent with injectors 2 and 3,
respectively. This lends credence to the notion that a good injector
produces a more uniform heat-flux distribution in the chamber.

Injector 1 was run at a low chamber pressure, and the results given
in table I show an appreciable decrease in the heat transfer from the
runs at design condition. This decay in heat transfer may be attributed
to the inefficiency of the injector when run at an off-design condition
and the lower propellant flows necessary during these tests when chamber
pressure was lowered. These effects will be discussed in greater detail
in the following sections.

Nozzle heat transfer. - As discussed previously, the throat data
presented in table I represent reasonably corract values of the gas-
side heat-transfer coefficient. It should be aoted that at high chamber
pressure the levels of these data follow the trends observed in the
chamber; injector 1 shows the highest level, followed by injectors 3 and
¢ in that order. The higher heat-transfer coefficients of injector 3 as
compared with injector 2 are speculated to be due to the same downstream
burning discussed in the preceding section on zhamber heat transfer. The
chamber data from injector 3 showed appreciably higher coefficients at
the chamber exit in comparison to injector 2, vhich performed at about
the same c¢* level.

Off-design effect on nozzle heat transfer. - A comparison of the
data in table I at high and low pressures with injector 1 indicates that
the effect of operating the injector at off-design conditions on nozzle
heat transfer is of about the same magnitude as observed in the chamber.
This comparison further verifies the qualitatire observations made with
the chamber data. Heat-transfer correlations in nozzles indicate that
the heat-transfer coefficient is almost directly proportional to pressure
(ref. 11). However, the results of reference L1 were obtained from ex-
periments that achieve lower chamber pressures with an injector operating
at design conditions. The data obtained herei were achieved with an
injector running at off-design conditions, and the heat-transfer coef-
ficients given in table I are less than would e predicted from the re-
sults obtained in reference 1l. Operating injector 1 at off-design con-
ditions 1s probably causing incomplete combust.on at the throat region,
as evidenced by the lower performance. This miy account for the dis-
parity between the results of this experiment and the results of refer-
ence 11 obtained with an injector operating at design conditions.

Correlation of heat-transfer coefficients - An objective of this
experimental program was to determine whether & correlation scheme would
predict the local gas-side heat-transfer coefficient. Following the pre-
cedents of design practice and of the literature, the first approach
used pipe-flow concepts. Any data to be correlated must correspond to
complete combustion and full development of the thermal layer.

CeTT-d



E-1133

11 -~

The heat-transfer data in the chamber for injectors 2 and 3 were
considered not applicable to a pipe-flow correlation because of incom-
plete combustion. Because of the high efficiency of injector 1, it was
thought that the heat-transfer measurements at the downstream station in
the chamber would be compatible with the pipe-flow model. However, as
was pointed out previously, these chamber data should be corrected for
temperature step and radiation. The particular data were reduced 31 per-
cent to approximate the wall temperature discontinuity and an additional
4 percent to correct for radiation heat transfer.

All the nozzle heat-transfer data (low and high pressure), in addi-
tion to the abovementioned chamber data, are plotted nondimensionally in
figure 3. The fluid properties were evaluated at the film temperature.
Because of the high efficiency of injector 1, the thermodynamic and trans-
port data obtained from reference 8, which assumes 100-percent combustion
efficiency, were considered pertinent to these data.

The data in figure 3 seem to fall into four groups: the corrected
chamber data of injector 1 and three groups of data for nozzle throats,
namely, the low-chamber-pressure data, the data from injector 2, and the
data from injectors 1 (high pressure) and 3. The throat data of injec-
tor 2 and the low-pressure performance of injector 1 are at lower levels

of Nu/PrO'BJS. The throat data of injector 3 and both the chamber and

nozzle data of injector 1 are at higher levels of Nu/PrO'Sss.

It is difficult to explain why the throat data of injector 3 are
greater than those of injector 2 because the c¢* performance of each is
comparable. Perhaps burning just upstream of the nozzle is affecting
the nature of the throat thermal layer associated with injector 3. The
possibility of this downstream burning was discussed previously.

Other than the exception (injector 3), the various levels of the
throat data in figure 3 may be attributed to the c¢* performance of the
injectors.

The chamber and throat data of injector 1 are more likely to be
comparable to values found in efficient rocket engines used in space ap-
plications. Weighting the throat data as the more reliable information,
a suggested correlation for the data derived from injector 1 is:

Nup = 0.031 Reg' BPrg' 333 (1)

Unfortunately, there is an insufficient spread of Reynolds number
in the throat data to verify the exponent on the Reynolds number. How-
ever, the 0.8 exponent has been verified in many heat-transfer studies
of turbulent flow. Therefore, it is used herein. The arbitrarily cor-
rected chamber data of injector 1 are about 35 percent above the predic-
tion of equation (1).
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From these limited data it does appear tiat the designer can use a
pipe-flow correlation to estimate the heat-transfer coefficient in the
throat region only. Equation (1) predicts thz throat data of injector 1
operating at design conditions within a spreal of #*6 percent. Equation
(1) also agrees well with steady-state data obtained at the throat of a
rocket engine burning liquid ammonia and whits fuming nitric acid at a
chamber pressure of 500 pounds per square inc1 absolute (ref. 11). The
good agreement of equation (1) with reference 11 indicates that the plug
technique, when properly used, is a workable neans for obtaining local
heat-transfer data from uncooled, heavy-wall =ngines.

Comparison of results with analytical and correlated results in the
literature. - Various correlations and analytical equations found in the
literature were applied and compared with the data from injector 1. Film
temperature was used to evaluate the properties in all cases. The rela-

tion suggested by reference 1, in the form Nu = O.OZSReO‘BPrO'553, pre-
dicts a coefficient that would be about 26 pe-cent low compared with
that of the equation through the best throat 3ata (eq. (1)).

Bartz (ref. 2) gives a simple equation for rapid estimation of
rocket-nozzle convective heat-transfer coeffizients that may be expressed
in the following way for comparison purposes:

0.8. 0.333(al\>
Nu = 0.026Re”" "Pr-" ) (2)

i;
1 3 ; 3l 0.1 : s _
where 4 is throat diameter. The value of (4 /%r) for this appli

cation is 1.030z2, thus reducing equation (2) zo
Nu = 0.0268Re0:8pr0. 333 (3)

Thus, the Bartz equation would predict the daza from injector 1 about 14
percent low.

An equation derived by Prandtl and Taylo-~ for a flat plate, assuming
turbulent temperature and velocity profiles with a laminar sublayer and
adapted to fully developed flow in a tube in reference 4, predicts the
heat transfer about 30 to 40 percent lower thin the experimental results.

Several calculations based on Sibulkin's incompressible analysis
(ref. 3) indicate that the analysis will predict the heat transfer be-
tween 38 and 61 percent higher than the experimental results. On the
basis of these calculations for several data soints, it is felt that the
Sibulkin or Prandtl-Taylor analyses will not jredict the experimental
data accurately enough for engineering calculitions. Bartz's equation
and equation (1) predict the data accurately a:nough for most engineering
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purposes. These limited experimental data should not be used to generalize
on a method of correlation that includes rocket engines of different ge-
ometry and propellants from those used in these experiments. The conclu-
sions stated herein apply only to one geometry and one propellant combina-
tion. These data should be of value to the designer because only a lim-
ited amount of local heat-transfer data are available from rocket firings.

SUMMARY OF RESULTS

Heat-transfer coefficients have been experimentally determined in
the chamber and throat of a nominal 2400-pound-thrust ammonia-oxygen
rocket with a chamber pressure of 600 pounds per square inch absolute.
The data were obtained over a range of chamber pressure and oxidant-fuel
ratios with three injector configurations. For this propellant combina-
tion and rocket-engine geometry the following observations were made:

1. The equation Nup = 0.031ReD “Pr® 5% predicted the throat heat-

transfer data within a spread of #6 percent when a high-performing in-
jector (injector 1) was operated at design conditions. Bartz's simple
equation predicts the data about 14 percent lower than this equation.

2. Injector 1, which incorporated the best atomization, also gave the
best performance and highest rates of heat transfer when operated at de-
sign conditions. The general level of heat-transfer from injector 3 was
greater than that of injector 2. However, the performance of injectors
3 and 2 was about the same. Thus characteristic-velocity performance is
not always a measure of the completeness of burning in the chamber or the
amount of heat flux obtained at the throat. It is apparent that local
heat transfer within rocket engines depends greatly on injector design.

3. The results in the chamber were considered only qualitatively,
because the many complex phenomena associated with the combustion process
make it virtually impossible to determine the heat-transfer effects
explicitly. However, large circumferential and axial variations were
noted, particularly with the lower performing injectors.

4. A large discontinuity in wall temperature due to the mounting of
the plugs did not greatly affect observations of circumferential varia-
tions at a given axial position when the variations were made on a per-
centage basis. The absolute values of heat-transfer coefficient, how-
ever, were considerably affected.

Lewis Research Center
National Aeronautics and Space Administration
Cleveland, Ohio, June 7, 1961
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TABLE I. - PERFORMANCE AND HEAT-TRAISFER DATA

CCTIT-X

Oxidant- Chamber Propel- czx ch Plug & leat-transfer Copper-plug wall
fuel pressure, lant Zx—' location coeff., temp.,
ratio, Pos flow, th and h, ©
o/F 1b/sq in. abs| 1b/sec number | Btu/:sec)(sq 1in.)(®F)| (for correlation
purposes)
Injector 1: Atomization, F and O fine Impingement
1.228 554 10.82 5440 | 0.936 c-1 I 0.00745 1529
c-2 .00875 1236
Cc-3 . 00487 998
C-4 . 00656 1514
: Cc-5 .00504 | 1484
; c-7 .00514 1388
! T-1 {.00462} 1555
: T-3 .00456 1682
1
; 1.800 573 10.42 5686 | 0.992 T-1 0.00525} 1330
T-2 { . 00555 1340
1.670 564 10.71 5448 | 0.978 T-1 {0.00477} 1317
T-2 .00486 1610
1.733 568 10.76 5459 | 0.988 c-1 0.00766 1700
c-2 .00574 1340
c-3 .00720 1700
Cc-4 .00736 1720
Cc-5 .00804 1560
c-6 .00482 1258
C-7 .00485 1550
T-1 .00478 1375
T-2 {.00471 1502
i T-3 .00464 1308
1.222 317 5.413 5158 | 0.888 C-1 0.00153 540
Cc-2 .00115 354
c-3 .00100 277
C-4 . 00204 644
Cc-S5 .00189 618
c-7 .00150 665
T-1 {.00207} 534
T-3 .00176 467
1.442 344 7.014 5111 | 0.885 c-1 0.00163 610
c-2 .00108 373
c-3 . 000899 292
C-4 .001886 6388
C-5 .00181 656
c-7 . 00146 718
T-1 .00201} 666
T-3 {.00169 607
1.507 350 7.231 5047 0.882 Cc-1 0.00180 604
c-2 .00114 375
c-3 .000899 288
Cc-4 .00192 662
C-5 .00163 612
c-7 . 00180 702
T-1 .00194} 676
T-3 {.00192 658

aThe total experimental error in the heat-transfer coefficien:s shown In braces 1s estimated
to be about +14%. The coefficlents not braced are affected by the discontinulty error as
discussed in the text and may be high by 60%.
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TABLE I. - Concluded. PERFORMANCE AND HEAT-TRANSFER DATA

Oxidant- Chamber Propel- c;x ch Plug 8Heat-transfer Copper-plug wall
fuel pressure, lant - location coeff., temp.,
ratio, pe, flow, Cen and h, oF
C/F 1b/sq in. abs | 1b/sec nurber |Btu/(sec)(sq in.)(°F) | (for correlation
purposes)
Injector 2: Atomlzation, F coarse impingement, O showerhead
1.47 578 11.867 5171 | 0.899 C-1 0.000322 332
c-2 . 000477 300
c-3 . 000660 332
C-4 . 000681 4860
C-5 .00111 | 612
c-7 .00132 ; 691
T-1 . 00326 S53
T-2 {.00296 928
T-3 . 00309 965
1.748 553 11.47 5038 | 0.913 Cc~1 0.000306 258
c-2 . 000413 280
c-3 . 000592 2858
C-4 . 000650 435
C-5 .0oo8e7 519
c-7 .00148 736
T-1 .ooe7e 1100
T-2 .00269% 1110
T-3 . 00262 1077
1.922 569 11.79 5004 | 0.929 C-1 0.000236 186
c-2 .00037C 255
c-3 . 0003383 247
C-4 . 000324 2390
C-5 .000681 511
c-7 . 000850 523
T-1 {.00251} 1130
T-2 . 00257 1230
2.0860 5686 11.81 4927 | 0.931 c-1 0.000308 172
c-2 . 000428 231
c-3 . 000409 252
Cc-4 . 000401 238
C-5 . 000792 355
c-7 . 000838 44%
T-1 {.00245} 962
T-2 . 00257 I 1050
1 —
Injector 3: Atomizatlon, O coarse impingement, F showerhead
1.0486 518 10.57 5105 | 0.899 [ Cc-6 0.00233 B72
c-7 . 00204 807
T-1 .00402 1343
T-2 {.00430 1480
-3 . 00360 1340
1.295 561 10.94 5345 | 0.9175 c-1 0.00189 783
c-2 .000737 | 415
c-3 .00101 1 550
Cc-4 .ooes2 i 1200
c-5 . 00287 1150
! c-6 . 00329 1400
T-2 {.00433} 1460
T-3 . 00409 1471
PV W JEUTER § S _
1.445 530 10.65 5187 { 0.899 c-1 0.00212 785
; c-2 . 0009830 510
f c-3 .00127 602
c-4 . 00323 1283
c-5 . 00345 1310
C-6 . 00355 1462
; T-2 {.00425 1546
L L ; T-3 | . 00396 1498
] N —

2The total experimental error in the heat-transfer coefficients shown in braces 1s estimated
to be about x14%. The coefflcilents not braced are affected by the discontinulty error as
discussed in the text and may be high by 60%.
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Reference

Reference

Injector 1

Chamber

Reference

Injector 2

Code
Oxident like-on-like

Fuel like-on-like

Injector 3

Oxident showerhead

oOe o

Fuel showerhead

Reference line

Figure 2. - Orientation of plug distribution in chamber and throst to
injector. face looking upstrean.
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